
 

 

 

 

 

 

 

 

UserΩs Manual 

PowerPanel Business Edition 
 

 

 

 

 

 

Rev. 1.5.11 

2009/09/03 

 

 

 

  

 

 

 

 

 

 

 

PowerPanel
®
 Business Edition  

Installation Guide  

For 

UPS without Remote Management Card  
 

 

 

 

 

 

Rev. 17 

2015/12/2 

 

 

 

 

 

 



   

2 

Table of Contents  

Introduction  ..................................................................................................................................................................... 3 

Hardware Installation  ...................................................................................................................................................... 3 

Connect Computerôs Power with UPS Correctly .......................................................................................................... 3 

Ensure USB or Serial Cable between Computer and UPS is Connected Properly ..................................................... 4 

Installing PowerPanel
®
 Business Edition Software  ..................................................................................................... 8 

Installation on Windows ................................................................................................................................................ 8 

Installation on Linux .................................................................................................................................................... 11 

Installation in Text Mode ......................................................................................................................................... 14 

Installation on Mac ...................................................................................................................................................... 15 

Installation on VMware ESXi and ESX ....................................................................................................................... 18 

Installation on ESXi ................................................................................................................................................ 18 

Installation on ESX ................................................................................................................................................. 18 

Virtual Appliance Deployment on ESXi ....................................................................................................................... 18 

Installation on XenServer ............................................................................................................................................ 22 

Installation on Hyper-V Server .................................................................................................................................... 22 

Access PowerPanel
®
 Business Edition Software Interface  ...................................................................................... 23 

Quick Configuration .................................................................................................................................................... 24 

Import Profile  ................................................................................................................................................................. 24 

Ensure Agent Establishes Communication with UPS  ............................................................................................... 24 

Configure Shutdown Settings  ...................................................................................................................................... 24 

Setup Necessary Shutdown Time ............................................................................................................................... 25 

Determine Whether to Turn off UPS ........................................................................................................................... 25 

Configure Shutdown Action for ESXi .......................................................................................................................... 25 

Configure Startup and Shutdown of Virtual Machines on ESX/ESXi ......................................................................... 25 

Configure Shutdown of Virtual Machines on Hyper-V Server..................................................................................... 26 

Configure Actions for Essential Events  ...................................................................................................................... 28 

Make Sure Power Configuration is Correct  ................................................................................................................ 28 

Mass Deployment  .......................................................................................................................................................... 28 

Manage UPS Units in Center  ........................................................................................................................................ 29 

Add UPS Units ............................................................................................................................................................ 30 

  



   

3 

Introduction  

PowerPanel
®
 Business Edition  software provides for the power management and unattended/automatic shutdown of 

PCs and servers connected to the UPS. When one computer is supplied power by the UPS and communicates with the 

UPS through the USB or serial connection, installing PowerPanel
®
 Business Edition Agent on this single computer can 

initiate a shutdown in the event of the power outage to prevent the hosted computer from experiencing data loss.  

Computers which are also supplied power by the UPS can be protected by installing Client. The Agent establishes 

communication with the Client via the network and relays the UPS state to the Client. Before the UPS stops supplying 

power to the Client computer, the Client will be ordered to perform an early, graceful shutdown by the Agent.  

 

Hardware Installation  

Connect Computerôs Power with UPS Correctly 

UPS outlets may have different functions: Surge + Battery  protected outlets provide protection for the equipment 

connected to them and supply battery power once power outage occurs. Surge  protected outlets provides protection 

for the equipment but does not provide battery power when a power outage occurs. The Agent computer should be 

connected to the UPS in one of the Surge +  Battery  protected outlets instead of a Surge  outlet. 

On specific modes, NCL (Non-critical load) outlets are designed to turn off early to save battery power in order to 

maximize the battery runtime for the remaining outlets. The Agent computer also should be not plugged into these NCL 

outlets. Determine which outlet should be used by the Agent computer according the following:  

Smart App Online  series. 

Outlets numbered 1 or 2 are NCL. The Agent computer should be plugged into one of the other outlets instead of 

these numbered ones. 

Smart App Sinewave  series and Professional Rack Mount LCD  series. 

The Agent computer should be plugged into one of outlets labeled CRITICAL LOAD . 
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Smart App Intelligent LCD  series. 

The Agent computer should be plugged into one of outlets labeled SURGE + BATTERY .  

Note: The Agent computer should also be plugged into one of outlets labeled SURGE + BATTERY  in other series 

such as the Smart App AVR series, PFC Sinewave  series, Intelligent LCD series, AVR series, Standby series, 

BS series, DX series, BRICs series, BRICs LCD  series, Office Rack Mount series and Office Tower  series. 

Value  series, Value GP  series, Value GP LCD  series and Paragon Tower  series. 

· The Agent computer can be plugged into any of the outlets. 

Professional Rack Mount  series. 

· The Agent computer should be plugged into one of black outlets. 

Professional Tower  series. 

· The Agent computer should be plugged into one of outlets labeled CRITICAL LOAD OUTLET BANK .  

Ensure USB or Serial Cable between Computer and UPS is Connected 

Properly 

Make sure the connection between the Agent computer and the UPS is securely connected. The Agent will not monitor 

the UPS status if the communication is lost.  

If Agent is installed on VMware vMA, or on any virtual machine in ESX and ESXi, USB device or serial cable which 

connects to the UPS should be assigned to vMA or any virtual machine manually. 

Follow the below steps: 

1. Click Edit virtual machine settings of the virtual machine. If the USB controller is available, go to step 6 to add a 

new USB device. 

 

2. Click Add  to add a new USB controller. 
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3. Select USB Controller  from the list and click Next.  

 

4. Select USB Controller Type. 
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5. This will add a USB controller. Click Finish  to finish. 

 

6. Select the USB Device and click Next . 
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7. Select the USB Device  which is connected with the PPBE virtual machine. 

 

8. USB device detail will be displayed and click Finish  to finish. This will add a new USB device. 
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Note:  USB device passthrough from an ESX or ESXi host to the vMA is supported from ESX/ESXi 4.1.  

Note: Citrix XenServer 5.0 and later versions support USB device. 

Install ing  PowerPanel ®  Business Edition Software  

If a single computer has a USB or serial connection to UPS, the Agent should be installed on this computer. If multiple 

computers plugged into the UPS, the computers without the USB or serial connections should install the Client. The 

PowerPanel
®
 Business Edition software is compatible with Windows, Linux, Citrix XenServer and VMware ESX/ESXi 

systems. 

Installation on Windows 

A popup window will be displayed automatically when inserting the PowerPanel
®
 Business Edition installation CD. 

Users can click the Install PowerPanel Business Edition  software  shortcut on the popup page to initiate the 

installation procedure. If the popup window is not displayed when inserting the CD, browse to the CD drive and open 

the folder which locates at /Software /Windows  then double click the file named Setup.exe  to start the installation 

procedure. 

To install follow these steps: 

 ̧ Click the Next  button to start an installation. 
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 ̧ Accept the license agreement. 

 

 ̧ Choose the component. If the target computer is connected to the UPS directly via a USB or serial connection, 

Agent should be installed. If the computer does not have a USB or serial connection to the UPS, or the computer is 

powered by a UPS with a remote management card or a PDU, Client should be installed. If multiple UPS units 

require monitoring, Center should be installed. 

Note: Agent and Client cannot be installed on the same computer. 
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 ̧ Choose the destination directory. 

 

 ̧ Choose the start menu folder. 



   

11 

 

 ̧ Click the Finish  button to complete the installation. 

 

Installation on Linux 

The installer is used to install the PowerPanel
®
 Business Edition software and requires root permission. The installation 

wizard will guide users to complete the installation. Browse to the CD drive and find the installer in the /Software/ Linux 

folder.  Initiate an installation wizard by running ./ppbe -linux -x86.sh  command or double clicking ppbe -linux -x86.sh  

from desktop on 32-bit systems. Initiate an installation wizard by running the ./ppbe -linux -x86_64.sh  command or 

double clicking ppbe -linux -x86_64.sh  from desktop on 64-bit systems.  

Note: On Linux, users may mount the CD by using the mount command. Run mount ït iso9660 /dev/cdrom 

/mnt/cdrom  as a root user. /dev/cdrom is the CD drive and /mnt/cdrom will be the mount point. 

To install follow these steps: 

 ̧ Click the Next  button to start an installation. 
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 ̧ Accept the license agreement. 

 

 ̧ Choose the component. If the target computer can communicate with UPS directly via a USB or serial connection, 

Agent should be installed. If the computer does not have a USB or serial connection to the UPS, or the computer 

which is powered by the UPS with a remote management card or a PDU, Client should be installed. If multiple UPS 

requires a synchronous monitoring, Center should be installed. 
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Note: Agent and Client cannot be installed on the same computer. 

 

 ̧ Choose the destination directory. 

 

 ̧ Click the Finish  button to complete the installation. 
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Installation in  Text Mode  

When the system does not support graphic mode, the Linux installation needs to be initiated in the terminal by using 

the ./ppbe -linux -x86.sh  -c command on 32-bit systems or use ./ppbe -linux -x86_64.sh ïc command on 64-bit 

systems.  

The installation procedure will be initiated as following steps:  

 ̧ Press Enter  to start an installation. 

 

 ̧ Accept the license agreement.  

 

 ̧ Determine to use recommendation before selecting the components. Select n to ignore the recommendation.  

 

 ̧ Choose the component.  If one single computer is connected to the UPS directly via a USB or serial connection, 

Agent should be installed. If the computer is powered by a UPS already connected to an Agent, has a remote 

management card installed or is connected to a PDU, Client should be installed. If the administrator requires 

simultaneous monitoring and access to multiple UPS/PDUs, equipment and computers on a local network, Center 

should be installed. 

Note:  Agent, Client and Center cannot be installed on the same computer. 
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 ̧ Choose the destination location.  

 

 ̧ Installation procedure starts to process until the installation is complete. 

 

Installation on Mac 

File folder will be displayed automatically when inserting the PowerPanel® Business Edition installation CD. 

Find the installer in the /Software/Mac folder, and double click the file named Setup.dmg , then in the same 

way double click the file named CyberPower PowerPanel Business Edition Installer  to initiate the wizard. 

The installation wizard will guide users in completing the installation. 

Note: If PPBE service stopped in unexpected conditions and the OS X version is 10.6 or earlier. Please update 

Java to the latest version via Software Update , then execute restartService.sh  to restart PPBE service, the 

default file path is /Applications/ ppbe/bin/ restartService.sh . 
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Note: Cyberpower PowerPanel® Business Edition software is a third-party application. At the first time to 

launch the PPBE installer on the Mac OS X 10.8(or later version), you should do following: 

1.Right-click the Installer and choose άhǇŜƴέ. 

нΦ /ƘƻƻǎŜ άhǇŜƴέ ŀƎŀƛƴ ŀǘ ǘƘŜ ŘƛŀƭƻƎ ǘƻ ƻǇŜƴ ƛǘ. 

To install follow these steps: 

 ̧ Click the Next button to start an installation. 

 

 ̧ Accept the license agreement. 

 

 ̧ Choose the component. If one single computer is connected to the UPS directly via a USB or serial 

connection, Agent should be installed. If the computer is powered by a UPS already connected to an 

Agent, has a remote management card installed or is connected to a PDU, Client should be installed. If 

the administrator requires simultaneous monitoring and access to multiple UPS/PDU/ATSs, equipment 

and computers on a local network, Center should be installed. 
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 ̧ Choose the destination directory. 

 

 ̧ Click the Finish button to complete the installation. 
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Installation on VMware ESXi and ESX  

Installation on ESXi  

Installation must be launched in the vMA (vSphere Management Assistant ) which is also a virtual machine on the 

ESXi host; Agent should be installed on the vMA of ESXi 4.1 or later versions. In order to deploy vMA on the ESXi host 

and install PPBE in the vMA, users must install the vSphere Client tool on another remote computer first. To download 

the vSphere Client installer, users can enter the ESXi host IP address to access the web page. Users can visit VMware  

website for vSphere Management Assistant Guide document  about vMA deployment on VMware ESXi. 

The installer will guide users in completing the installation. Refer to Installation on Text Mode section to follow the same 

steps to complete installation. The installer requires root permission to initiate the installation procedure. Mount CD by 

running mount -t iso9660 /de v/cdrom /mnt/cdrom  as a root user.(/dev/cdrom is the CD drive and /mnt/cdrom  will be 

the mount point.). Browse the CD drive and find the installer in the /Software/Linux  folder. Initiate an installation 

procedure by running the ./ppbe -linux -x86_64.sh  command. 

Before installing Agent with the USB or serial connection, make sure that the platform running the Agent supports USB 

or serial connection. VMware ESXi 4.1 and later versions support a USB device to be passed through from an ESXi 

host to vMA.  

Note: In order to make sure that Agent on vMA of the ESXi host can establish communication with UPS through USB 

connection, you should upgrade virtual hardware to the latest version. Refer to How do I upgrade virtual hardware 

version of vMA  of FAQ chapter from PowerPanel Business Edition User Manual  to know how to upgrade. 

Note: In order to allow the interactions between physical and virtual machines, VMware tools have to be installed on 

each virtual machine. Refer to VMware ESX/ESXi Server documentation for further information about VMware Tools. 

Installation on ESX  

Installation must be launched in the Service Console (aka Console Operation System ). To initiate the installation 

procedure on VMware ESX also requires root permission. Use the same command to mount CD and initiate the 

installation procedure.  

Before installing Agent with the USB connection, make sure the host supports USB connection. ESX 4.1 does support 

USB devices. Refer to Installation on Text Mode section to complete the installation. 

Virtual Appliance Deployment on ESXi  

A virtual appliance (VA) is a prebuilt software solution, comprised of one or more virtual machines that is packaged, 

maintained, updated and managed as a unit. It is fundamentally changing how software is developed, distributed, 

deployed and managed. 

Download the PPBE virtual appliance which is pre-installed Agent from CyberPower. In order to deploy the PPBE 

virtual appliance on VMware ESXi host, users must install vSphere Client tool first on the remote computer. To 

download the vSphere Client installer, users can enter the ESXi host IP address to access web page of ESXi host. 

http://www.vmware.com/support/developer/vima/
http://www.cyberpowersystems.com/products/management-software/ppbe.html?selectedTabId=resources&imageI=#tab-box


   

19 

The deployment procedure will be initiated as below steps: 

 ̧ Launch the vShpere Client. Open the Deploy OVF Template window from File > Deploy OVF Template é item. 

 

 ̧ Click Browse  to import the ppbeXXX _centos.ovf  extracted from the download zip file. Click Next to start a 

deployment task. 

 

 ̧ The OVF template detail is displayed. Click Next  to continue. 
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 ̧ Enter the name for the deployed PPBE virtual appliance. The default option is Thin Provision . This name should 

be unique within the inventory. 

 

 ̧ Select the virtual disk format for the PPBE virtual appliance. Refer to About Virtual Disk Provision Disk Policies for 

further information about how to select virtual disk format.  

http://pubs.vmware.com/vsphere-50/index.jsp?topic=%2Fcom.vmware.vsphere.vm_admin.doc_50%2FGUID-4C0F4D73-82F2-4B81-8AA7-1DD752A8A5AC.html





















